
Oil / Water Separators 
for Compressor Condensate

for more information call 1-800-345-8207



General Air Products’ SAO Series Oil Water Separators

Problem:
You’ve got the latest, greatest compressed air
system, but what do you do with oily condensate
discharge when...

...non-treatment carries high legal and financial risks

...offsite disposal costs keep going up

...your existing site disposal is not meeting current      
environmental standards

...new lubricants form stable emulsions not suitable to 
your current separator

...your system is messy (periodic clogs, spills,
leaks); unreliable or undersized

...regular adjustments are required which 
are time-consuming without available staff

...varying pressures or condensate 
loads adversely affect operation.

General’s Solution: New SAO  Series Oil / Water
Separators address all these concerns and more

+  simple service - with lightweight filter cartridge

+  protects the environment

+ easy installation - one hose in, one hose out

+  reliable operation - through 4 seasons, pressure from 
0 to 230 psi and changing condensate loads

+  flow splitter makes multpile connection to add capacity 
easy

+  condensate manifold - allows multiple condensate  
connections

+  The new SAO series triple  
layer filter cartridge is
designed for use with 
modern compressors and 
lubricants

+  low initial investment

+  low operating cost

+  NO MESS - replacement filter
includes disposal kit

Technical Data

SAO Series Model Selection Chart (based on six month filter life)
Compressor Piston Rotary, Screw

HP Turbine Syn / Poly* Turbine PAO, Diest Syn / Poly*

10 SAO-QP20 SAO-QP40 SAO-QP20 SAO-QP20 SAO-QP20
25 SAO-QP100 SAO-QP100 SAO-QP20 SAO-QP40 SAO-QP40
30 SAO-QP100 SAO-QP100 SAO-QP40 SAO-QP40 SAO-QP40
40 SAO-QP100 SAO-QP200 SAO-QP40 SAO-QP40 SAO-QP100
50 SAO-QP200 SAO-QP200 SAO-QP40 SAO-QP100 SAO-QP100
75 SAO-QP200 SAO-QP300 SAO-QP100 SAO-QP100 SAO-QP100

100 SAO-QP300 SAO-QP300 SAO-QP100 SAO-QP100 SAO-QP200
200 SAO-QP400 SAO-QP200 SAO-QP200 SAO-QP300
300 SAO-QP300 SAO-QP300 SAO-QP400
400 SAO-QP300 SAO-QP400 SAO-QP400

Pricing and Technical Information

Model
Number

Tank
Capacity

Filling
Capacity

Shipping
Weight

List 
Price

Replacement
Filter Kit Model
Number (qty.)

Filter 
Capacity

Filter 
List Price

SAO-QP20 2.6 gal 1.1 gal 9 lbs CF 502051805 (1) 1.1 gal CF

SAO-QP40 5.2 gal 2.2 gal 18 lbs CF 502051805 (2) 2.2 gal CF

SAO-QP100 17.7 gal 12.4 gal 25 lbs CF 503054800 (1) 12.4 gal CF

SAO-QP200 35.4 gal 24.8 gal 50 lbs CF 503054800 (2) 24.8 gal CF

SAO-QP300 53.1 gal 37.2 gal 75 lbs CF 503054800 (3) 37.2 gal CF

SAO-QP400 70.8 gal 49.6 gal 100 lbs CF 503054800 (4) 49.6 gal CF

Notes:
*Syn/Poly = Synthetic or
Polyglycol based lubricants
(For applications of other
lubricants contact us at
800-345-8207)

- Filter life will vary due
to many factors, such as
ambient conditions, type of
compressor, amount of oil
carry over, type of lubricant,
and hours of operation.

Each Unit
Includes:

- One (1)
Self-Contained
pre-filter and
final filter.

- Inlet and
oulet connection
ports.

CF = Consult 
Factory
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Oil Water Separator Spec Sheet
Model Number: SAO-QP20

for use with fractional horsepower to 20 HP compressor systems

Dimensions

Description
Provides efficient oil-water separation of oil-contaminated compressed air condensate and condensate

emulsion.  Engineered with adaptability in mind, the QWIK PURE offers multiple installation possibilities to suit
nearly every compressor installation. Featuring a patented pressure relief chamber and optimized multi-layer,
combination adsorption filter cartridge.  Designed to maximize profitability and efficiency, and to keep dis-
charged condensate in compliance with federal, state, and local environmental regulations.

Characteristics
- Rotationally-molded housing made of recyclable polyethylene
- Patented pressure-relief and sound absorption chamber
- Integrated, carbon-impregnated exhaust-filter eliminates odors
- Specially designed adsorption cartridge, combined with a prefilter stage
- Ready for connection

Included in the supply
- 1 self-aligning, two-stage filter cartridge
- Inlet and outlet ports

Features  & Benefits

Note: The lifetime of the filter cartridge is optimized when
the condensate is drained automatically without turbulence.
The best and most economic solution is a reliable, no-air-loss
condensate drain.  Several types are available through
General Air Products. 

Technical Specifications

Receptacle Capacity: 1 x 2.6 gallons
Filling Volume: 1 x 1.1 gallons
Condensate Inlet (Hose): 1 x 1/2”
Water Outlet (Hose): 1 x 1/2”
Weight (Empty): 1 x 9 lbs.
Min-Max Condensate Temp:  34oF - 140oF

Model Number: SAO-QP20

Replacement Filter Model Number: 502051805
Filters Necessary for this Model: 1



Description
Provides efficient oil-water separation of oil-contaminated compressed air condensate and condensate

emulsion.  Engineered with adaptability in mind, the QWIK PURE offers multiple installation possibilities to suit
nearly every compressor installation. Featuring a patented pressure relief chamber and optimized multi-layer,
combination adsorption filter cartridge.  Designed to maximize profitability and efficiency, and to keep dis-
charged condensate in compliance with federal, state, and local environmental regulations.

Characteristics
- Rotationally-molded housing made of recyclable polyethylene
- Patented pressure-relief and sound absorption chamber
- Integrated, carbon-impregnated exhaust-filter eliminates odors
- Specially designed adsorption cartridge, combined with a prefilter stage
- Ready for connection

Included in the supply
- 1 self-aligning, two-stage filter cartridge
- Inlet and outlet ports
- Flow Dispersion Valve

1-800-345-8207
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Oil Water Separator Spec Sheet
Model Number: SAO-QP40

for use with 20 HP to 40 HP compressor systems

Dimensions

Features  & Benefits

Note: The lifetime of the filter cartridge is optimized when
the condensate is drained automatically without turbulence.
The best and most economic solution is a reliable, no-air-loss
condensate drain.  Several types are available through
General Air Products. 

Technical Specifications

Receptacle Capacity: 2 x 2.6 gallons
Filling Volume: 2 x 1.1 gallons
Condensate Inlet (Hose): 1 x 1”
Water Outlet (Hose): 2 x 1/2”
Weight (Empty): 2 x 9 lbs.
Min-Max Condensate Temp:  34oF - 140oF

Model Number: SAO-QP40

Replacement Filter Model Number: 502051805
Filters Necessary for this Model: 2

The SAO-QP40 consists of 2 QP20’s working in
parallel. Drawing below shows one QP20.
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Oil Water Separator Spec Sheet
Model Number: SAO-QP100

for use with 40 HP to 100 HP compressor systems

Dimensions

Description
Provides efficient oil-water separation of oil-contaminated compressed air condensate and condensate

emulsion.  Engineered with adaptability in mind, the QWIK PURE offers multiple installation possibilities to suit
nearly every compressor installation. Featuring a patented pressure relief chamber and optimized multi-layer,
combination adsorption filter cartridge.  Designed to maximize profitability and efficiency, and to keep dis-
charged condensate in compliance with federal, state, and local environmental regulations.

Characteristics
- Rotationally-molded housing made of recyclable polyethylene
- Patented pressure-relief and sound absorption chamber
- Integrated, carbon-impregnated exhaust-filter eliminates odors
- Specially designed adsorption cartridge, combined with a prefilter stage
- Ready for connection

Included in the supply
- 1 self-aligning, two-stage filter cartridge
- Inlet and outlet ports

Features  & Benefits

Note: The lifetime of the filter cartridge is optimized when
the condensate is drained automatically without turbulence.
The best and most economic solution is a reliable, no-air-loss
condensate drain.  Several types are available through
General Air Products. 

Technical Specifications

Receptacle Capacity: 1 x 17.7 gallons
Filling Volume: 1 x 12.4 gallons
Condensate Inlet (Hose): 1 x 1/2” or 1 x 1”
Water Outlet (Hose): 1 x 1”
Weight (Empty): 1 x 24.6 lbs.
Min-Max Condensate Temp:  34oF - 140oF

Model Number: SAO-QP100

Replacement Filter Model Number: 503054800
Filters Necessary for this Model: 1



Description
Provides efficient oil-water separation of oil-contaminated compressed air condensate and condensate

emulsion.  Engineered with adaptability in mind, the QWIK PURE offers multiple installation possibilities to suit
nearly every compressor installation. Featuring a patented pressure relief chamber and optimized multi-layer,
combination adsorption filter cartridge.  Designed to maximize profitability and efficiency, and to keep dis-
charged condensate in compliance with federal, state, and local environmental regulations.

Characteristics
- Rotationally-molded housing made of recyclable polyethylene
- Patented pressure-relief and sound absorption chamber
- Integrated, carbon-impregnated exhaust-filter eliminates odors
- Specially designed adsorption cartridge, combined with a prefilter stage
- Ready for connection

Included in the supply
- 1 self-aligning, two-stage filter cartridge
- Inlet and outlet ports
- Flow Dispersion Valve
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Oil Water Separator Spec Sheet
Model Number: SAO-QP200

for use with 100 HP to 200 HP compressor systems

Dimensions

Features  & Benefits

Note: The lifetime of the filter cartridge is optimized when
the condensate is drained automatically without turbulence.
The best and most economic solution is a reliable, no-air-loss
condensate drain.  Several types are available through
General Air Products. 

Technical Specifications

Receptacle Capacity: 2 x 17.7 gallons
Filling Volume: 2 x 12.4 gallons
Condensate Inlet (Hose): 2 x 1” or 1 x 1/2”
Water Outlet (Hose): 2 x 1”
Weight (Empty): 2 x 24.6 lbs.
Min-Max Condensate Temp:  34oF - 140oF

Model Number: SAO-QP200

Replacement Filter Model Number: 503054800
Filters Necessary for this Model: 2

The SAO-QP200 consists of 2 QP100’s working
in parallel. Drawing below shows one QP100.



Description
Provides efficient oil-water separation of oil-contaminated compressed air condensate and condensate

emulsion.  Engineered with adaptability in mind, the QWIK PURE offers multiple installation possibilities to suit
nearly every compressor installation. Featuring a patented pressure relief chamber and optimized multi-layer,
combination adsorption filter cartridge.  Designed to maximize profitability and efficiency, and to keep dis-
charged condensate in compliance with federal, state, and local environmental regulations.

Characteristics
- Rotationally-molded housing made of recyclable polyethylene
- Patented pressure-relief and sound absorption chamber
- Integrated, carbon-impregnated exhaust-filter eliminates odors
- Specially designed adsorption cartridge, combined with a prefilter stage
- Ready for connection

Included in the supply
- 1 self-aligning, two-stage filter cartridge
- Inlet and outlet ports
- Flow Dispersion Valve

1-800-345-8207
www.GeneralAirProducts.com

Oil Water Separator Spec Sheet
Model Number: SAO-QP300

for use with 200 HP to 300 HP compressor systems

Dimensions

Features  & Benefits

Note: The lifetime of the filter cartridge is optimized when
the condensate is drained automatically without turbulence.
The best and most economic solution is a reliable, no-air-loss
condensate drain.  Several types are available through
General Air Products. 

Technical Specifications

Receptacle Capacity: 3 x 17.7 gallons
Filling Volume: 3 x 12.4 gallons
Condensate Inlet (Hose): 3 x 1” or 1 x 1/2”
Water Outlet (Hose): 3 x 1”
Weight (Empty): 3 x 24.6 lbs.
Min-Max Condensate Temp:  34oF - 140oF

Model Number: SAO-QP300

Replacement Filter Model Number: 503054800
Filters Necessary for this Model: 3

The SAO-QP300 consists of 3 QP100’s working in
parallel. Drawing below shows one QP100.



Description
Provides efficient oil-water separation of oil-contaminated compressed air condensate and condensate

emulsion.  Engineered with adaptability in mind, the QWIK PURE offers multiple installation possibilities to suit
nearly every compressor installation. Featuring a patented pressure relief chamber and optimized multi-layer,
combination adsorption filter cartridge.  Designed to maximize profitability and efficiency, and to keep dis-
charged condensate in compliance with federal, state, and local environmental regulations.

Characteristics
- Rotationally-molded housing made of recyclable polyethylene
- Patented pressure-relief and sound absorption chamber
- Integrated, carbon-impregnated exhaust-filter eliminates odors
- Specially designed adsorption cartridge, combined with a prefilter stage
- Ready for connection

Included in the supply
- 1 self-aligning, two-stage filter cartridge
- Inlet and outlet ports
- Flow Dispersion Valve
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Oil Water Separator Spec Sheet
Model Number: SAO-QP400

for use with 300 HP to 400 HP compressor systems

Dimensions

Features  & Benefits

Note: The lifetime of the filter cartridge is optimized when
the condensate is drained automatically without turbulence.
The best and most economic solution is a reliable, no-air-loss
condensate drain.  Several types are available through
General Air Products. 

Technical Specifications

Receptacle Capacity: 4 x 17.7 gallons
Filling Volume: 4 x 12.4 gallons
Condensate Inlet (Hose): 4 x 1” or 1 x 1/2”
Water Outlet (Hose): 4 x 1”
Weight (Empty): 4 x 24.6 lbs.
Min-Max Condensate Temp:  34oF - 140oF

Model Number: SAO-QP400

Replacement Filter Model Number: 503054800
Filters Necessary for this Model: 4

The SAO-QP400 consists of 4 QP100’s working in
parallel. Drawing below shows one QP100.




