
 
 

Replacement Desiccant 
Model: 34006 

 
Operation 
 

1) The silica gel desiccant, visible through the clear polycarbonate plastic 
bowl, contains a color indicator.  It changes from bright orange (meaning 
dry) to white (meaning wet) to indicate the need to replace or regenerate 
desiccant. 

2) By installing two or more units in parallel, higher dry airflows can be 
achieved. 

 
Maintenance 
 

1)  The only service required for silica gel units is when the desiccant color 
moisture indicator has changed from bright orange (meaning dry) to white 
(meaning wet).  Should this color change occur: 

a. Turn off and depressurize the line containing the dryer unit 
b. Loosen the clamp ring and remove the bowl from the top housing.  
c. Proceed to step 2 or 3 as desired 

2)  Desiccant Replacement: 
a. Pour out used desiccant. 
b. Open new container and refill bowl. 
c. Shake or tap bowl to settle desiccant.  Fill bowl to 1/8” below inner step. 
d. Use Part No. 34006 when ordering replacement desiccant 
e. Dispose of desiccant according to local codes  

3) Desiccant Regeneration: 
a. Pour out used white desiccant onto flat pan.  Place desiccant in 350°F 

oven for approximately three hours or until the desiccant color has 
changed back to bright orange. 

b. Remove desiccant from oven and allow it to cool to ambient temperature. 
c. Pour desiccant back into unit bowl, periodically shaking and tapping to 

settle the desiccant. 
4) Replace bowl, bowl guard and clamp onto unit.  Be sure clamp ring is 

securely locked in place before repressurizing the unit.  
 
Important Note: Please replace color change label (blue to pink) currently on your 

dryer assembly with the new color change label (orange to white) enclosed here. 
 

For Further Assistance please call 
1-800-345-8207 






