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REVISIONS
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LEFT TOWER —
= |, —CONTROL PANEL
' POWER CIN-OFF SW ITCH
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| ——RESET PUSH BUTTON L -
OUTLET PRESSURE GAUGE | —HOUR METER 1IMOUNT UNITTO A FIRM LEVEL
BASE, USING SUPPLIED VIERATION PADS.
RIG HT TOWER ' 2] ACCEPTABLE AMBIENT
PRESSURE GAUGE \ E TEMPERATURE RANGE IS
AUTC DRAIM 50 DEG FTO 100 DEG F
LEFT TOWER o VALVE q 3] CONNECT CORRECT SUPPLY
PRESSURE CAUGE ) VOLTAGETO STARTER LINE
TERMMINALS IN CONTROL PANEL.
RECEIVER PRESSURE GAUGEx AFTERCOOLER d & POWER SUPPLY VOLTAGE MUST
H MATCH VOLTAGE ON UNITS
A m—i MODEL/SERIAL NUMPBER LABEL
COMPRESSOR MUFFLERS / OM THE INSIDE OF THE CONTROL
I PAREL DOOR,
4] ALLOW CLEARANCE ON ALL
PRESURE SIDES OF DRY AR PAC FOR
SWITCH a RAAINTERIANCE. MINIA UM
WOTOR CLEARANCE BETWEEN
4975 AFTERCOOLER AND WALL 15 12"
FOR AIR FLOW.
5] WEIGHT:
FILTER DAP 500 = 500 POUNDS SHIFFING
a =450 POUNDS NE
H &) INDOOR USE ONLY.
30 GALLON el
RECEIVER %—
[T1
~—1/2" FNPT
OUTLET TO
P: SYSTEM
\*PIGGY BACK
1 H FILTER REGULATCOR
L] L &
AIR MAINTENENCE
58 7 AIR PRODUCTS
T e T g AP 510
INCESS THERNSES P ESTFER | PROPERTF0F GENERAL AIR PRODICTS; MG LETALSINT — GHEGHED DRY AIR PAC
Heio) e e bl (O ARBANGEWEHT
S21075 S5 PR BARB00 WITHMOTOR ON FIGHT HAND SIDE "R R pp e e || B [T g o

4 3 2 1



	Table of Contents
	Safety Guidelines

	Section 1 - Installation Instructions
	1.1 Location
	1.2 Changing the Oil
	1-800-345-8207
	1.4 Prior Run Time
	1.5 Filter
	1.6 Dew Point Monitor
	1-800-345-8207
	1.8 DAP Air Maintenance Device
	1.9 Electronic Drain Valve

	Section 2 - Start-Up Instructions
	1-800-345-8207

	Section 3 - Operation
	3.1 Description of Operation
	1-800-345-8207
	3.2 Setting the Purge Pressure
	3.3 Coalescing Filter Operation
	1-800-345-8207

	Section 4 - Additional Specifications
	1-800-345-8207
	1-800-345-8207

	Section 6 - Setting Pump Head Bolt Torque
	E- 215404 5
	E- 215405 4
	E-215406 4

	Blank Page



