4 3 2 1

REVISIONS
ECO REV DESCRIPTION DATE  APPROVED
0810 0 RELEASE OF DRAWING 12/19/24 TJK

LEFT TOWER
\ VALVE MANIFOLD
NOTES:
1. MOUNT UNIT TO A FIRM LEVEL BASE, USING
SUPPLIED VIBRATION PAD.
LEFT TOWER =[] RIGHT TOWER 2. ACCEPTABLE AMBIENT TEMPERATURE
PRESSURE GAUGE =3 (P PRESSURE GAUGE RANGE IS 50° F TO 100° F.
0 |"’f®:'; | L 3. CONNECT CORRECT SUPPLY VOLTAGE TO
J | Y STARTER LINE TERMINALS IN CONTROL
COMPRESSOR = CONTROL BOX PANEL. POWER SUPPLY VOLTAGE MUST
DRY AIR PAC RIGHT TOWER MATCH VOLTAGE ON UNITS MODEL/SERIAL
= i NUMBER LABEL ON THE INSIDE OF THE
W? = CONTROL PANEL DOOR.
L 4.  ALLOW CLEARANCE ON ALL SIDES OF DRY
— —\ MOTOR AIR PAC FOR MAINTENANCE. MINIMUM
—_— == CLEARNACE BETWEEN AFTERCOOLER AND
== =y . > WALL IS 12" FOR AIR FLOW.
E - 5.  APPROXIMATE WEIGHT: 375 LBS, SHIPPING: 406 LBS.
= ré’ﬁ 6. INDOOR USE ONLY
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